
TrusGrabber Installation Scheme  

    
ImperX Video Card 
Part # VCE-B5A01 

1-866-849-1662 to order

 
      Laptop                       

  
 
 
 

 
            

 

RCA Cable – standard RCA plugs on 
both ends - available at Radio Shack 

       BNC Connector  - available at Radio Shack  

                BNC Connector connects  
     to video out on the  

            Ultrasound machine   
  
 
 
 
 
       
 
 
 
 

Installation Instructions 
 

1. Insert disk for ImperX video card and follow 
prompts to install driver. 

 
DO NOT INSERT ImperX CARD IN LAPTOP 

UNTIL PROMPTED TO DO SO! 
 

2. Download TRUSGrabber from website and install. 
You must have an active account to download. 

 

To Use TRUSGrabber 
 
3. Insert ImperX video card into PCMCIA slot on 

laptop. 
4. Connect one end of RCA cable to Y1 on ImperX 

card. 
5. Connect the other end of RCA cable to BNC. 
6. Connect BNC to video out on Ultrasound 

machine. 
7. Launch TRUSGrabber and create new study. 
8. Click ‘Capture Images’. 
9. Click ‘Capture Image’ for each slice. Images will 

be saved in thumbnails to the left. 
10. When done with volume study, click ‘Save 

Images” 
11. You will automatically be taken to editor. 
12. Select pencil tool and a structure to draw. Right 

click to close drawing. 
13. Use back arrow to remove drawing. 
14. Click ‘Save Drawing’ when done. 

 
For questions contact Mike Sitter at  

(206) 369-3443 

Ultrasound Machine 


